9245
Bluetooth Adapters

Set-Up for use with
ScanMaster
PC program







The 9245 Bluetooth adapter set for CJ4.

This Bluetooth adapter set is used to
allow wireless communications to the
CJ4 when using PC applications.
One of those programs is the
ScanMaster diagnostic program.

The following instructions will guide
you through the installation to the PC
and communication set-up to the
ScanMaster.

CJ4 BT adapter
with cable.

PC BT adapter.
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PC adapter driver installation.

IMPORTANT: The set-up for the CJ4 and ScanMaster does
not require the installation of drivers in the Bluetooth adapters

CD.
If you are going to use the PC Bluetooth adapter for other de-

vices, then you may need to install them.

1- Insert the PC adapter into any open USB port available in
your PC.
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Installing device driver software
Click here for status.

L E BT-ScanMaster |

M

- Y
;l'} Your devices are ready to
9 Device driver software installed suc\e




ScanMaster PC program set -up
(The ScanMaster PC program needs to be installed previously,
Foll ow the programdés installatio
After this procedure has been successfully completed, just
open the ScanMaster program, set the CJ4 on ScanMaster
mode and click the Connect button.

17 Double Click the ScanMaster icon in the desktop to open
and display the main window of the program.
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2iClickt he ACommunicationo icon or
the menu and then click the Communication text.
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3iClckt he ACommunicationo tab and
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BlueT ooth® (Microsoft, BlueSoleil, Toshiba
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CJ4 adapter set -up

11 Connect the 9244 Bluetooth adapter with the cable into the
CJ4 serial port.

Make sure the position in the 9244 BT
module switches is like this.

OFF side
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21 Connect the OBD Il plug of the CJ4 into the ALDL connec-
tor on a vehicle and let the CJ4 go to the main menu.

At this time the LED indicator on the 9244 W
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i Scroldown to the fAiAdvanced Opti ¢

arrow keys and press the ENTER key.

47 Select the SCAN MASTER option and press ENTER.
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